PACIFIC

BROOKINGS

ASTORIA

STATE OF OREGON

SHEET NO

TABLE OF CONTENTS

TITLE SHEET

VICINITY MAP

QUANTITIES AND CALCULATIONS

COX CREEK DEVELOPMENT PLAN

SITE ONE PLAN SHEET

SITE ONE PROFILE AND STAKEOUT NOTES

SITE ONE - SECTIONS AND QUANTITIES

SITE TWO PLAN SHEET

OIOIN|O|O BRIWIN]

SITE TWO PROFILE,SECTIONS, QUANITIES

10

SITE TWO STAKEOUT NOTES

11

GENERAL NOTES ALL SITES

ELK CREEK WATERSHED COUNCIL
STREAM RESTORATION —COX CREEK
2009

project ar

UMPQUA®

MELROSE®

CANYONVILLE
O [e]
TILLER

GLENDALE
o

DOUGLAS COUNTY

ATTENTION: Oregon law requires you to follow rules adopted by the Oregon
Utility Notification Center. Those rules are set forth in OAR
952—-001-0010 through OAR 952—-001-0090. You may obtain a copy of
the rules by calling the Oregon Notification Center at 1-800-332—-2344.

PROJECT NO.

REVISIONS

ELK CREEK WATERSHED COUNCIL
Stream Restoration at Cox Creek

DESIGN CHECK REVIEW

Watershed Coordinator

Mr. Lee Russell

DIVISION APPROVED

9june2010 SHEET 1




STREAM RESTORATION CONTRACT
COX CREEK
Vicinity Map
revision 10 JUNE 2010




COX CREEK CHANNEL RESTORATION

Estimated quantities of pay

items by site

REVISION DATE 9JUNE2010 Page 3

SITE 1 SITE 2 total
PAY ITEM Description of Pay Item Method of Units units units units Notes
Measure
01506(01) mobilization LSQ ALL REQUIRED 50.00% 50.00% 1.00
02224(01) Excavation Backfilling and compaction- channel Restoration|LSQ ALL REQUIRED 50.00% 50.00% 1.00 All trees removed shall be reused for channel restoration work.
02224(021) | Excavation Backfilling and compaction- waste disposal site |LSQ ALL REQUIRED 50.00% 50.00% 1.00 Place excess material in disposal areas- farmers fields, rip site ,place materials, grade,
prepare site for farm use, do not compacti
02274(01) Riprap Class 4- AQ TONS 42.47 53.41 95.87 Rock Weirs , Rocked channel , Slope Protection Riprap, boulder weirs
o2273(01) | Seeding and Mulching -Dry Method with mulch- channels ACRES 0.23 0.11 0.33 All disturbed areas in channels- seed mixture provided by watershed council
restoration areas
02273(02) Seeding and Mulching -Dry Method with mulch- Waste ACRES 0.25 0.12 0.37 Plant farm seed mixture per specifications, dry mulch method
Disposal Areas
quantity calculations for pay items SITE 1 SITE 2 total GENERAL NOTES FOR ESTIMATION OF QUANTITIES
CLASS 4, RIPRAP FOR SLOPE PROTECTION ROCK  |length
(average) 20.00 20.00
Width ft 10.00 10.00
depth ft 1.52 2.00
number 1.00 1.00
Cubic Yards|each 11.26 14.81
Tons each 15.76 20.74
length 25.00 70.00
WIDTH ft 4.00 3.00]
CLASS 4,RIPRAP FOR ROCK WEIRS IN COX CREEK -
CONTROL WEIR
02274(01) depth ft 2.00 3.00
Cubic Yards|cy 7.41 23.33 30.74
Tons each 10.37 32.67
length ft 35.00
WIDTH ft 3.00]
CLASS 4,RIPRAP FOR boulder WEIRS IN depth i 3.00
CONSTRUCTED BYPASS CHANNEL -
number eacj 1.00
Cubic Yards|cy 12 11.67
Tons each 16.33 0.00
02273(01) sq ft sq ft 9900.00 4652.00
Seeding and Mulching -Dry Method with mulch-
channels restoration areas acres acres 0.23 0.11
sq ft sq ft 10800.00| 5330.00 16130.00|
acres acres 0.25] 0.12] 0.37]
Seeding and Mulching -Dry Method with mulch- Waste
02273(02) " . . . .
Disposal Areas cubic yards |cy 1600.00 1110.00 2710.00 cubic yards excavation at site|
sq ft sq ft 4800.00 3330.00 8130.00 Estimated spread area of excavation at 1.5 foot depth average|
sq ft sq ft 6000.00 2000.00 Estimated area of disturbance within construction zone
percent 0.59] 0.41] "percentage of waste from excavation"




