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ATTENTION: Oregon law requires you to follow rules adopted by the Oregon
Utility Notification Center. Those rules are set forth in OAR
952—-001-0010 through OAR 952-001-0090. You may obtain a copy of
the rules by calling the Oregon Notification Center at 1-800-332—-2344.
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ELK CREEK WATERSHED COUNCIL
BILLY CREEK CULVERT REPLACEMENT
Culvert Replacement Contract

DESIGN THECK REVIEW
Mr. Lee Russell Watershed Coordinator
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A. Class 5 Riprap— Commercial Source

R ?' ] B. Aggregate: Commercial Source
L — = A T /L C. River Gravels: Majority salvaged from
' : . site Remainder Commerical Source
D. Waste Area: At site as staked by

Contract Administrator

E. Existing Culvert will be disposed of
off site at an approved disposal site.

F. Shadow Rocks —Local Source near
project site.
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PHOTO SCALE

Culvert Replacement Contract

VICINITY MAP Billy Creek on Philips Lands

Vicinity Map
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BILLY CREEK CROSSING -PHILIPS RANCH NEAR DRAIN

REVISED 9 JUNE 2010 Page 3
I Method of . ESTIMATED
Pay Item Description of Pay Item Measure Units QUANTITIES Notes
01505(01) mobilization LSQ ALL REQUIRED 1
02224(01) Excavation Backfilling and compaction for Bridges, Culverts, Approach LSO ALL REQUIRED 1 Includes removal and disposal of eX|st_|n_g culverts_,road
Road construction, removal of old road at existing crossing

2233(01) Crushed Aggregate Surfacing-main road - 1-1/2" Minus AQ TON 121 6 inch depth of compacted rock

02233(02) Crushed Aggregate Bedding fill under footings DQ TON 5

02233(03) Granular wall Backfill behind bridge abutment DQ TON 183

02233(04) Furnish and Place geotextile under bedding of abutments DQ SQ YDS 61 85 Feet x 6.5'
Shadow Rocks will be salvaged from source adjacent to project.

02274(01) Riprap Class 5- VQ TON 201 Area of source to be flagged by contract administrator. 20 shadow
rocks are specified for embedment.
Majority of River Gravels shall be salvaged from Existing Channel

02274(02) Furnish and Placed River Gravels-stream embedment rock VQ TON 46 E?(cavat|o-n for Riprap E_ml_oedment. If additional r_ock Is needed it
will be paid for under this item. Rock salvaged will not be
measured and is considered incidental to other items.

02722(01) Furnish and Install modular bridge,20' long, 20 foot wide, with curbs, and LSO ALL REQUIRED 1

abutment walls
: : Seeding and mulching of all disturbed areas: channel
02933(01) Seeding Dry method with mulch LSQ ALL REQUIRED 1 9 9

slopes, waste disposal areas,etc







