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DOUGLAS COUNTY

ATTENTION: Oregon Law requires you to follow rules adopted by the Oregon
Utility Notification Center. Those rules are set forth in OAR
952—-001-0010 through OAR 952—-001-0090. You may obtain a copy of
the rules by calling the Oregon Notification Center at 1-800-332—-2344.

REVISIONS

Aug/sept2010  Crownspan Structure

PARTNERSHIP FOR THE UMPQUA RIVERS
KENNEDY RANCH CHANNEL RESTORATION

DESIGN

CHECK

REVIEW

TITLE SHEET

DVISION APPROVED

Mr. BOB KINYON

Watershed Coordinator

DIRECTOR APPROVAL

SHEET 1

9/2010




KENNEDY RANCH STREAM RESTORATION
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KENNEDY RANCH STREAM RESTORATION Estimated quantities Page 3 Checked Sept 2010
Description of Pay Item Mn/?égggrgf Units units NOTES
01505(01) mobilization LSQ ALL REQUIRED 1
02224(01) Excavation Backfilling and cogg):(;:tion for Bridge and Approach LSQ ALL REQUIRED 1
02224(02) Excavation BaCkfigiS%i&dG?;nﬁgw%anLﬁgﬁnnel Restoration - LSQ ALL REQUIRED 1 Lnsc;ljigishzlner?é:r:gsa:g(:ti%r:bbing. Trees cut will be decked for
oz | B ey st s | 1o | amequrep [ Jocluaes g ang rubing. Tres cutwil e deckea o
02233(01) Crushed Aggregate Surfacing- FARM ROAD 1-1/2" Minus AQ TON 68
02233(02) Crushed Aggregate Bedding fill under footings DQ TON 7
02233(03) Granular Backfill behind bridge abutment DQ CUBIC YARDS 130
02274(01) Riprap Class 5 VQ TON 42
02274(02) Riprap Class 4 VQ TON 85
02274(03) Furnish and Placed River Gravels-stream embedment rock VQ TON 16 11. 5 CUBIC YARDS X 1.4= 16
ooy | e o e e < | tse | awequren |
02933(01) Seeding Dry method with mulch LSQ ALL REQUIRED 1 DISPOSAL AREAS, ALL DISTURBED AREAS, TREES

REQUIRED IN RIPARIAN ZONES NOT IN THIS CONTRACT
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